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1. Maintenance Schedule 
                           Maintenance Schedule 

  time   

item 
Mileage 1000km 

  1000 2000 3000 4000 5000 6000 7000 8000 9000 10000 11000 12000 

Engine oil  
New R 

300km 
R R R R R R R R R R R 

Engine oil 

strainer 
    C    C     

Gasoline 

strainer 
          R   

Gear oil Note 4 
New R 

300km 
   R     R   

Throttle play   A  A    A    A 

Carburetor     I    I    C 

Air filter 
Note 3, 

4 
I    R     R   

Spark plug  Clean every 3000km, replace when necessary 

Brake system  I I I I I I I I I I I I 

Drive belt         I     

Suspension     I    I    I 

Tire     I    I    I 

Steering rod 

bearing 
 I     I      I 

Screws and 

bolts of parts 
 I       I     

Rear brake 

cam 
      C       

 
Notes: 

1. I: Inspect and when necessary, clean, lubricate, supplement, modify or replace;  
A: adjust; C: clean; R: replace; T: tighten. 

2. Effect periodic maintenance according to the instructions in the user’s manual. 
3. When the mileage exceeds the range specified in the schedule, repeat the maintenance. 
4. In dusty or rainy conditions, inspection and replacement should be effected earlier. 
5. In heavy load, long distance or rainy conditions, replacement should be effected earlier. 
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2. Maintenance locations 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Throttle grip
actuation,play£̈ £©

Oil tank
brake oil level£̈ £©

Front shock absorber
damage,loosening£̈ £©

Rear tire
wear,damage,tire pressure£̈ £©

Rear rim
damage,oscillation£̈ £©

Front rim
damage,oscillation£̈ £©

Front tire
wear,damage,tire pressure£̈ £©

Headlight
beam adjustment£̈ £©

Rear brake rod
free play£̈ £©

Rear shock absorber
damage,loosening£̈ £©

Air f ilter
contamination£̈ £©

Front brake disc
damage,wear£̈ £©

Front brake caliper
wear of frict ion l ining£̈ £©

Rear brake
wear of brake drum,

damage,wear of f riction l ining
£̈

£©

gearcase
engine oil quantity,

oi l replacement
£̈

£©

Spark plug
damage,contamination£̈ £©

 

 3

www.a
sia

m
ot

or
.se

 B
ao

tia
n 

Eur
op

ea
n 

Spa
re

 p
ar

ts 
Cen

te
r





IV. THROTTLE ACTUATION INSPECTION 
 
 
   Inspect throttle grip for easy and smooth 
movement.  
   Inspect throttle free travel. 
   Free travel: 2-6mm 
 
 
 
 
 
   The main adjusting position is beside the 
carburetor. 
   Remove rear store case cover. 
   Adjust by loosening the fastening nut and 
turning the adjusting nut. 
 
 
 
 
 

Fine adjustment is effected on the side of 
the throttle grip. 

Effected adjustment is by removing the dust 
cover, loosening the tightening nut and turning 
the adjusting nut. 

adjusting nuttightening nut

 

free travel:2-6mm

 

adjusting nut
dust cover tightening nut
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