THE IDLE CIRCUIT
AND THE
PROGRESSION

Manufacture and operation of two very important systems, which allow the practical use
of a carburetor for motorcycles

e have seen how in a "ba-
sic" (simplified) carbure-
tor, the fuel is drawn into

the venturi from the float chamber.
This occurs as a result of the vacuum
created by the airflow, which passes
through the venturi, drawn by the
engine itself.

In reality, a modern carburetor com-
prises more than a fuel supply sy-
stem, since using only the main cir-
cuit the correct delivery of fuel could
not be obtained (and therefore a cor-
rect mixture ratio) at all possible
operating conditions that occur du-
ring the practical use of an engine.
The working principles of each of
the auxiliary systems stems from the
same physical principle. The princi-
ple is that the fuel responds to a va-
cuum signal generated by the induc-
tion action of the engine.

The auxiliary systems are, however,
separated from one another, because
the supplying nozzles are located in
places appropriately designed into
the carburetor's venturi.

THE IDLE CIRCUIT

When the throttle valve is closed,
or nearly completely closed, the in-
ducted air flow which draws on the
main spray nozzle is very low, and
therefore is not sufficient to draw
fuel from the float chamber. For
this reason the carburetor is equip-
ped with a second supply circuit
which comes into play in these cir-
cumstances (at idle, precisely) al-
lowing the engine to operate nor-
mally. If it were not for the idle cir-
cuit, the engine would stop run-
ning, even in the transition stages
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Above are two details of the supply ports of the idle and pro-
gression circuits, which can be seen slightly downstream of
the main spray nozzle.

We can notice how the progression port is always placed be-
low the throttle valve and that its distance from the main

nozzle depends on the shape of the valve itself (cylindrical,

on the left, or flat on the right).

Below, with the throttle valve partially lifted, we can notice

the arrangement of the progression port.
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The idle circuit is equipped with a
supply port placed immediately
downstream of the throttle valve, at
a point sugp«tba,__ atonce the valve is
closed, it é_‘fgp riences stro: :
cuum conditior refo
the best condi
from the float ch
The duct, which

that per

fuel flow.

During cal
- le jet is very
_the operatio
“also for the en
transitions, sir
sion stage is af
in addition to
elements such a
throttle valve ©
fit, and when
milling perfor:
downstream
the projectio
"stake"), tha
area, who
in the re

on, but
during

14



PROPER SELECTION OF THE ID-
LE JET

Generally, if the selected idle jet is
too big, the engine may tend to stall
and responds to the accelerator
slowly with a deaf and feeble sound,
usually overcome by closing the th-
rottle temporarily.

If, on the contrary, the jet is too
small, the engine responds better to
the accelerator (except when it stalls
when the jet is much too small), but
when the throttle is closed, the
speed (rpm) doesn't decrease imme-
diately, and the speed remains high
for few seconds before settling down
to idle.

Installation of an idle jet that is too
small on a two stroke engine can be

dangerous since there is the risk of
engine seizure during throttle clo-
sing, especially when the engine has
run at wide open throttle for a long
time. Under these conditions, when
the throttle closes, the engine keeps
on running at high speed and the-
refore if the idle circuit creates too
lean a mixture, the thermal load due
to the overly lean combustion pre-
sents the risk of damage the engine
from overheating and subsequent
seizure.

THE EMULSION AIR CIRCUIT

The fuel supplied by the idle circuit
is mixed with a small quantity of air
(thanks to a diffuser expressly pla-
ced for that purpose) that flows into
the fuel passage (liquid) from the
idle air channel. From there, the
passage leads to the progression
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On the left, a throttle valve with a notch on the rear edge. In the center,
two valves with a "stake" needed to interact at different modes the
progression circuit.

Below, two possible locations for the idle jets are shown. The calibration
element can be single and machined into the emulsion tube, or it can be
formed by two separated elements, where the second is the emulsion tu-
be, or an emulsion jet that works in series with the first one to keep a hi-

gher quantity of liquid on the calibrated passage.



DELICRTo

On the left, the idle jet, whether or not connected to a diffuser, is often
screwed inside the emulsion tube and not outside as is common in other
versions of carburetors.

On the right, the illustration of the idle circuit of a Dell'Orto VHSB
carburetor, with the air adjustment by means of a screw. In the section we

note the progression passage immediately below the throttle valve.
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port. This progression port is placed
upstream of the rear edge of the val-
ve, just before the idle port (with re-
spect to the direction of the airflow
in the diffuser).

When the idle circuit is working, a
small quantity of air is inducted by
this port, and bypasses the valve
(which is quite completely closed)
and mixes with the fuel supplied by
the jet. As the valve lifts, the con-
tribution of this element decreases
as far as the idle circuit is concer-
ned, while it becomes important for
the progression circuit.

The other air flow comes directly
from the carburetor's mouth where
it's previously controlled by a cali-
brated passage that, in some mo-
dels, can be removable and takes
the shape of an actual jet, someti-
mes called "idle air break".

THE IDLE AIR AND MIXTURE
ADJUSTMENT SCREWS

The fine adjustment, while setting
up, is done by means of the idle air
screw with a conical tip that modu-
lates the passage in the idle air
channel.

Some carburetor models are, on the
contrary, equipped with a mixture
adjusting screw which intervenes
on the fuel and airflow already
emulsified and directed to the deli-
very port.

As the idle air screw adjusts only
the air, while the mixture adjust-
ment acts on the fuel flow, we have
to operate them in the opposite
manner according how the carbure-

16



Here above we see two of the same model of carburetors, but with
two different idle circuit adjustment systems. The one on the right
is equipped with an air adjustment screw, while the one on the left
has a mixture adjustment screw, recognizable because it is placed
on the engine side and on other carburetors with the mixture adju-

stment screw placed soon before the engine sleeve connection.

tor is equipped. To enrich we have
to close the air screw (by closing the
airflow) or open the mixture screw.
To lean the mixture, one has to
open the air screw or close the mix-
ture screw.

The elements are easily recogniza-
ble on the carburetor since the air
adjustment screw is placed by the
front plug, which connects to the
filter, while the mixture screw is
placed on the side towards the engi-
ne.

TRANSITION CIRCUIT

When the driver starts to open the
accelerator, the throttle valve lifts
and therefore decreases the vacuum
that in the closed condition, activa-
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On the left side we see a VHSC with the air adjustment screw near the

aspiration mouth.

On the right, the air adjustment screws (the two on the left) have a smal-

lerpoint than the mixture screws (on the right) since they are required to

control a different fluid and therefore allow a finer adjustment. By

controlling the air, this system has its own influence on the progression

circuit, while the mixture screw acts only on the idle delivery.

ted the idle circuit.

The delivery of fuel from the idle
circuit is reduced, and therefore it is
necessary to introduce another sy-
stem, which is able to handle the
transition of functions from the idle
circuit to the main circuit.

We described above the progression
system as far as the idle air contri-
bution is concerned.

When the valve is lifted slightly (up
to about 1/4 throttle) the vacuum
generated by the inducted airflow
begins to be consistent, and stops
drawing fuel from the idle nozzle.
Under these conditions, the va-
cuum is sufficient; however, to
draw fuel from the progression
port, which is always fed by the idle
jet placed in the float chamber.

It's clear then, how the progression
port is traversed first by air that
goes towards the idle circuit, and la-
ter, while the throttle is opened
partially, is traversed in the opposi-
te direction by a fuel flow (or better,
of air/fuel emulsion coming from
the idle circuit). This explains the
importance of the idle jet, even in
the first stages of throttle opening.
The position of the progression
port, between the main and idle
nozzles, is very important for the
correct operation of the carburetor
and is the subject of careful deve-
lopment.
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